
Corrigendum for RFP for selection of System Integrator for Crime & Criminal Tracking and System for Sikkim Police 



	S. No.
	Volume
	Section
	Page Reference
	Amendments/Revisions

	1. 
	I
	Sec 6.3.4
	Pg 53-54
	The text as of the bullet point no. 2 is replaced as 

“SI shall provide a Bill of Material that specifies all the hardware, software and any additional networking components of solution for the State Data Centre and DRC, in details so as to facilitate sizing of common Data Centre and DRC infrastructure such as Racks, Power and Cooling, Bandwidth among other components. The common DC and DRC Infrastructure shall be provided by State. Infrastructure available at Sikkim SDC is provided in the Annexure. However, bidder to do their requirement analysis, due diligence of SDC and propose required Hardware and Software”

	2. 
	I
	Sec 6.3.4
	Pg 57
	The following text is added to point no. 2 under Additional information:

SAN STORAGE
Make- IBM
Model- DS-5100

Bidder is expected to propose such that it meets the state requirement of 10 TB of storage configured with 4 TB 146 GB 15 K RPM FC disks, 3 TB with 300 GB 15 K RPM FC disks and 3 TB with 500 GB or higher 15 K RPM SATA drives.

	3. 
	I
	Sec 6.3.4
	Pg 57
	The following text is added as point no. 4 under the paragraph ‘Additional Information’ 

TAPE Library
Make- IBM
Model- TS3310

	4. 
	I

III
	2 KVA UPS
	Pg 161-162

Pg 95-96
	The Specification-cum-Compliance Sheet for UPS - 2 KVA with 60 min back up is replaced with the sheet attached Annexure 1 of this document.

	5. 
	I

III
	600 VA UPS
	Pg- 163

Pg- 96-97
	The Specification-cum-Compliance Sheet for UPS – 600 VA with 60 min back up is replaced with the sheet attached Annexure 1 of this document.

	6. 
	I

III
	2 VA DG Set
	Pg166-167

Pg 100-108
	The Specification-cum-Compliance Sheet for Generator Set: 2 KVA Generator Set is replaced with the sheet attached Annexure 2 of this document.

	7. 
	II
	Resource Evaluation Matrix
	Pg 26-27
	The text in row (Infrastructure Expert) under the column “Academic qualifications” is replaced by  

“BE/MCA / MBA / MSC /BSC / BCA/ Diploma 

Marking

Compliance = 0.5

Non Compliance = 0”

	8. 
	II
	Resource Evaluation Matrix
	Pg 26-27
	The text in row (Infrastructure Expert) under the column “Relevant Certifications” is replaced by 

“CDCP/CDCS/  ITIL V.3 certification or
equivalent
Marking
Compliance = 0.5
Non Compliance = 0

”


Annexure 1: Specification cum Compliance Sheet for 2KVA UPS and 600 VA UPS
	Sl. No.
	Specifications
	Complied

(Y/N)
	Value Add (If

any)/

Remarks

	
	General
	1)  UPS shall be free from workmanship defects, sharp edges, nicks, scratches, burs, etc. All fasteners shall be fixed properly. The equipment shall be complete with all parts and all parts shall be functional.

2) Enclosures shall conform to protection requirement of IP2L1 to IS13947 (Part 1)/1993 (reaffirmed 2004).

3) Switching device shall be MOSFET or IGBT
4) Switching frequency shall be above 50 Hz and shall be declared in the offer.
	
	

	1. 
	
	Switching over time from AC mains to UPS mode on power failure should be 10 milliseconds maximum.
	
	

	2. 
	Input
	160 to 280V, 50 +/- 3 Hz Single Phase AC.
	
	

	3. 
	Output
	(a) AVR output voltage in AC mode : 230 Volts +/- 9%, 50 +/- 3 Hz.

(b) UPS output voltage in battery mode : 230 Volts +/-10%, 50 +/-0.5 Hz.at Load power factor of not less than 0.6 lag.
	
	

	4. 
	Total Harmonics distortion
	40% maximum to be measured in DC mode
	
	

	5. 
	Efficiency (at rated output voltage and frequency)
	Inverter efficiency : Minimum 70%
	
	

	6. 
	Regulation
	Total variation of voltage from no load to full load shall not exceed 10% and at no point the output voltage should go beyond the permissible band of 230 Volts +/-9%
	
	

	7. 
	Overload
	UPS shall withstand 10% overload for at least 10 minutes in mains mode
	
	

	8. 
	Protections
	(a) Input voltage goes outside the range 160 to 280 Volts the system shall switch over to battery mode.

(b) Over voltage , short circuit , and overload at UPS output terminals.

(c) Protection against over discharge( The load shall be cut-off as soon as voltage of battery terminals falls below 10.5 V for 12 Volts and 21V for 24 volts battery system.
	
	

	9. 
	Indicators and meters
	Following indicators shall be provided:

(i) Mains mode.

(ii) UPS mode

(iii) Battery Low
	
	

	10. 
	Battery Bank
	(a) The batteries shall be of 12 Volts Sealed Lead Acid Valve Regulated Type (VRLA) as per JISC:8707/1992 or to JISC:8702/1998 & the supplier shall submit compliance certificate to the governing specification from OEM to the concerned D(QA) at the time of inspection .

(b) Suppliers shall declare battery AH Capacity, battery voltage, number of batteries of each rating, make and model of batteries offered with each item of UPS corresponding to the specified minimum VAH rating of battery bank.

(c) In case the batteries are not housed inside UPS cabinet, suitable enclosure/rack to mount these batteries shall also be supplied along with the batteries.
	
	


Annexure 2: Specification cum Compliance Sheet for 2KVA Generator Set
	Sl No.
	Specifications
	Complied
(Y/N) 
	Value Add (If
any)/
Remarks

	1
	Rated Power
	2 KVA
	
	

	2
	Winding Temperature
	The Winding temperature rise of the Alternator at rated load shall meet the requirements of IS 4722:2001.
	
	

	3
	Fuel Efficiency
	a) Up to Rated output of 1 KVA ------1150 gms / KVA/Hr(max).

b) Above Rated output of 1 KVA ---- 900 gms / KVA/Hr(max).
	
	

	4
	Voltage Output
	The Voltage output shall be maintained within 220V +/-6% and frequency at 50

+/-1 Hz at rated load . The voltage regulation from No load to full load shall be within 15%.
	
	


Note: Portable Gen. Sets shall meet the requirements of the provision of environmental protection rule 1986 vide notification No.GSR 742(E) dt.17.05.2002 and SL.No. 91 dt.25.09.2000 and its amendment vide GSR No.628(E) dt.30.08.2001 in respect of noise level norms and Provision of Environment protection Rule 1999 for emission Standard for Generator set as per rule 88 (B) effective from 01.06.2001 vide notification No. GSR 682 (E) dt.05.10.1999 issued by Min. of Environment & Forest, Govt. of India.
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